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Product data sheet

Issue date:

Coloured laundry nets for mops and cloths

Coloured stabilised polyester laundry net with string  to wash mops and 
cloths

Technical information
code notes cm C L pcs kg m³

00001831G 20 L capacity - dimensions 65x35 cm  65   35 20 80 6,11 0,096
00001831B 20 L capacity - dimensions 65x35 cm  65   35 20 80 6,11 0,096
00001831R 20 L capacity - dimensions 65x35 cm  65   35 20 80 6,11 0,096
00001831V 20 L capacity - dimensions 65x35 cm  65   35 20 80 6,11 0,096
00001832B 50 L capacity - dimensions 70x50 cm  70   50 50 60 10,45 0,096
00001832R 50 L capacity - dimensions 70x50 cm  70   50 50 60 10,45 0,096
00001834B 70 L capacity - dimensions 90x60 cm  90   60 70 50 13,65 0,096
00001834R 70 L capacity - dimensions 90x60 cm  90   60 70 50 13,65 0,096
00001834V 70 L capacity - dimensions 90x60 cm  90   60 70 50 13,65 0,096
00001834 70 L capacity - dimensions 90x60 cm  90   60 70 50 13,65 0,096

SYSTEM Laundry net bag to wash separately mops
Ideal to protect and manage mops during laundering

G R E E N   B O X

Effective: it lengthens mops' life while being laundered as it reduces friction during 
washing cycle

Advantages
• Colour coded: it is possible to manage separately mops according to the environment and degree of risk
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Material
Polyester

Specific mop instructions

Washing temperature max 90° C, recommended 60°

Bleaching possible, do not use chlorine

Do not tumble dry or in a dryer

Related products

Ecolabel mop wide central band Special socket mop with thin thread

Microriccio flat mop with strap tape 
system Pockets system Microblue flat mop

Product options

Laundry nets for mops and cloths
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