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FICHE  TECHNIQUE 

 

                                                                                                                                                                                    

 

 

MEA08-B 

 

SAC MICROFIBRE – VENDU PAR LOT DE 10 
 

 

Sac microfibre filtrant pour aspirateur : MELODY-PICCOLO-ROXY-LION15-PL12PWD-PL10PWD 

 

Sac en tissu  microfibre, de couleur blanc, très rigide.  Pas de risque de se déchirer.  

 

 

 

Dimensions du sac : 61 x 19,5 cm 

Diamètre du trou d’aspiration : max.  56 mm 

 

 

 

 

Détails microfibre : 

 

Voir 3 fichiers ici dessous 

 

 

 

 

 

 



DATE 19.03.2014

DOC.NO F32

PAGE NO 1

REV.NO 0

REV.DATE 0.01.1900

Product                                  :    Polypropylene

Product Descr�pt�on               :

Raw Mater�al                      : 100 % PP

Appl�cat�on on Fabrıc            : MB/HYDROPHOBIC

Treatment                     :

Fabrıc Colour                         : WHITE

Customer Name                    :

We�ght                     : 20 GSM 

W�dth                     :

Pack�ng                     : PE BAG WITH LABEL

           PROPERTIES TEST METHOD UNIT

NWSP 120.1.R0 (15) mm

 MD

TENSILE STRENGTH

CD

MD

ELONGATION AT BREAK

CD

NWSP 080.6.R0(15) mm

NWSP 070.7.R0 (15) sec

AIR PERMEABILITY NWSP 070.1.R0 (15) l/m²/s(200 pa)

WATER

OIL

We�ght ±  5 % Roll Tolerance

Th�ckness ±  10 %

Tens�le Strenght ±  15 %

Elongat�on ±  15 %

Hydrostat�c Head ±  15 % Spl�ce : Max�um five spl�ces per roll

L�qu�d Str�ke-Through T�me ±  0,5 %

A�r Permeab�l�ty ±  20 %

Absorpt�on ±  20 %

Preperat�on Date

12.07.2018

49,0

8,0

25,5

The product �s wound onto cardboard cores and then wrapped �n polyethylen film. Bar code labels w�th product code, descr�pt�on and lot deta�ls are appl�ed to the 

outs�de of each pack and a small label �s appl�ed to each roll. Su�table s�zed rolls may be pallet�sed and the pallet load cl�ng-wrapped

ABSORPTION NWSP 010.4.R0 (15)

NWSP 110.4.R0 (15)

Length : - 0 / +5% aga�nst target / ordered lenght

W�dth : Up to 150 cm �n w�dth = -0mm/+5mm Over 150 cm �n w�dth = - 0mm/+10

Tolerances For The Avarage Results

QUALITY CONTROL APPROVAL

1400,0

TARGET

20

HYDROSTATIC HEAD

%

%

LIQUID STRIKE-THROUGH TIME

NWSP 110.4.R0 (15) N/5 cm

0,35

10,0

THICKNESS

ENDLESS FILAMENTS MELTBLOWN, THERMALLY BONDED.

WEIGHT NWSP 130.1.R0 (15) gsm

TECHNICAL DATA SHEET
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REV.NO 0

REV.DATE 0.01.1900

Product                                  :    Polypropylene

Product Descr�pt�on               :

Raw Mater�al                      : 100 % PP

Appl�cat�on on Fabrıc            : SB/HYDROPHOBIC

Treatment                     :

Fabrıc Colour                         : WHITE

Customer Name                    :

We�ght                     : 20 GSM 

W�dth                     :

Pack�ng                     : PE BAG WITH LABEL

           PROPERTIES TEST METHOD UNIT

NWSP 120.1.R0 (15) mm

 MD

TENSILE STRENGTH

CD

MD

ELONGATION AT BREAK

CD

NWSP 080.6.R0(15) mm

NWSP 070.7.R0 (15) sec

AIR PERMEABILITY NWSP 070.1.R0 (15) l/m²/s(200 pa)

WATER

OIL

We�ght ±  5 % Roll Tolerance

Th�ckness ±  10 %

Tens�le Strenght ±  15 %

Elongat�on ±  15 %

Hydrostat�c Head ±  15 % Spl�ce : Max�um five spl�ces per roll

L�qu�d Str�ke-Through T�me ±  0,5 %

A�r Permeab�l�ty ±  20 %

Absorpt�on ±  20 %

Preperat�on Date

12.07.2018

61,5

18,0

68,0

4500,0

The product �s wound onto cardboard cores and then wrapped �n polyethylen film. Bar code labels w�th product code, descr�pt�on and lot deta�ls are appl�ed to the 

outs�de of each pack and a small label �s appl�ed to each roll. Su�table s�zed rolls may be pallet�sed and the pallet load cl�ng-wrapped

ABSORPTION NWSP 010.4.R0 (15)

NWSP 110.4.R0 (15)

Length : - 0 / +5% aga�nst target / ordered lenght

W�dth : Up to 150 cm �n w�dth = -0mm/+5mm Over 150 cm �n w�dth = - 0mm/+10

Tolerances For The Avarage Results

QUALITY CONTROL APPROVAL

TARGET

20

HYDROSTATIC HEAD

%

%

LIQUID STRIKE-THROUGH TIME

NWSP 110.4.R0 (15) N/5 cm

0,24

28,5

THICKNESS

ENDLESS FILAMENTS SPUNBOND, THERMALLY BONDED.

WEIGHT NWSP 130.1.R0 (15) gsm

TECHNICAL DATA SHEET
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REV.NO 0

REV.DATE 0.01.1900

Product                                  :    Polypropylene

Product Descr�pt�on               :

Raw Mater�al                      : 100 % PP

Appl�cat�on on Fabrıc            : SB/HYDROPHOBIC

Treatment                     :

Fabrıc Colour                         : WHITE

Customer Name                    :

We�ght                     : 40 GSM 

W�dth                     :

Pack�ng                     : PE BAG WITH LABEL

           PROPERTIES TEST METHOD UNIT

NWSP 120.1.R0 (15) mm

 MD

TENSILE STRENGTH

CD

MD

ELONGATION AT BREAK

CD

NWSP 080.6.R0(15) mm

NWSP 070.7.R0 (15) sec

AIR PERMEABILITY NWSP 070.1.R0 (15) l/m²/s(200 pa)

WATER

OIL

We�ght ±  5 % Roll Tolerance

Th�ckness ±  10 %

Tens�le Strenght ±  15 %

Elongat�on ±  15 %

Hydrostat�c Head ±  15 % Spl�ce : Max�um five spl�ces per roll

L�qu�d Str�ke-Through T�me ±  0,5 %

A�r Permeab�l�ty ±  20 %

Absorpt�on ±  20 %

Preperat�on Date

12.07.2018

98,0

55,0

105,0

2650,0

The product �s wound onto cardboard cores and then wrapped �n polyethylen film. Bar code labels w�th product code, descr�pt�on and lot deta�ls are appl�ed to the 

outs�de of each pack and a small label �s appl�ed to each roll. Su�table s�zed rolls may be pallet�sed and the pallet load cl�ng-wrapped

ABSORPTION NWSP 010.4.R0 (15)

NWSP 110.4.R0 (15)

Length : - 0 / +5% aga�nst target / ordered lenght

W�dth : Up to 150 cm �n w�dth = -0mm/+5mm Over 150 cm �n w�dth = - 0mm/+10

Tolerances For The Avarage Results

QUALITY CONTROL APPROVAL

TARGET

40

HYDROSTATIC HEAD

%

%

LIQUID STRIKE-THROUGH TIME

NWSP 110.4.R0 (15) N/5 cm

0,37

78,0

THICKNESS

ENDLESS FILAMENTS SPUNBOND, THERMALLY BONDED.

WEIGHT NWSP 130.1.R0 (15) gsm

TECHNICAL DATA SHEET


